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, 5,08xXXP+0.3 ,
Material and other.
Housing:PA66,UL94V-0
Pin Header CageiBrass,Ni Plated
Screw/TorqueiSteel,M3,Zn Plated/0.5N.m
Nut:Brass
Contact Resistance:20mQ Max
Insulation Resistance:S00MQ/DCS00V Min
Stripping Lengthi7~8mm
Temp.Rangei—40°C~+105°C
Order Information
RHTBYVKM-5.08-XXP-X X
S.08x(XXP-1>+16.4
S.08x(XXP-1>+6.6
5.08x(XXP-1> 20.60
01.00 Terminal Block:I
- . Pitch:5.08mm
( No.:of(06~24)Pins
E Coloril=Gray 2=Blue 3=Black—
[2'4
AN =4 4=Green S5=0Orange 6=Red
= — S = % .
m U O [}—:] & 7=Transp 8=Yellow 9=White
Screw:SC=Slot/Cross
S-Slot Screw C-Cross Screw
8.20 42.50
Electrical Characteristics| UL IEC SC=Slot/Cross | S-Slot Screw|C-Cross Screw
Rated Voltage 300V 450V
Rated Current 15A 20A
Withstand Voltage AC2000/1Imin| ———
Wire Range 28~14 AWG |25 mm’
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